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Listed

Maximum Power Pmax 170W  175W 180W 185W 190W 195W 200W 205W 210W 215W
Open Circuit Voltage Vo 322V 323V 324V 325V 326V 327V 328V 329V  33.0V 33.1V
Short Circuit Current lsc 754A T764A  T772A  780A 7.98A 806A 824A 835A 8.48A 8.54A

Maximum Power Voltage  Vp, 263V 264V 265V 266V 267V 268V 269V 270V 271V 27.2V

220W
33.2v
8.68A
27.3V

1000W/m?’, Spectrum AM 1.5, and Cell temperature of 25 +2°C.

Maximum Power Current I 6.47A 663A 6.80A 6.96A 7.12A 728A 744A T760A 7.75A 7.91A 8.06A
Module Efficiency (%) 1.4 1.7 121 124 12.7 13.1 134 13.7 140 144 147
Cell Efficiency (%) 13.0 13.4 13.7 141 14.6 15.0 15.4 15.8 16.2 16.5 16.9
Tolerance +-3%

Temperature Coefficients of (P /V /1) -045%/K /] -0.32%/K [ +0.04% /K

Maximum System Voltage (IEC /UL ) 1000V / 600V

Electrical characteristics tested at Standard Test Conditions (STC), defined as: Irradiance of

225 W
33.3V
8.75A
27.5V
8.18A
15.1

17.3

Dimensions 1494 x 1000 x 45 mm [58.8x 39.37x1.77 in]
Weight 18 kg [39.6 Ibs]
Frame Aluminium-alloy
Packing Configuration 4 pcs per carton

Loading Capacity (40 ft container) 540 pcs

5 year workmanship and 90/10, 80/25 year power warranty.
For full details see the Solarfun Limited Warranty available on request.
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